
 Inlet strainer filters out debris 

Durable, lightweight Acetal plastic 

Accommodates 1/2” - 1-1/4” hose 

Materials 

 Body * Acetal / Gray 

Fasteners Stainless Steel 

* In contact with fluid 

 in cm 

A  2-1/4 5.7 

B  1/8 0.32 

Weight 0.10 lb 0.05 kg 

C  2-1/4 5.7 

D  1/8 0.32 

Sea-Lect® Strainer  HS-84 

Doc M-01-07-ST-84D-103015 
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Available Port (Outlet Only) 

in 1/2 5/8 3/4 1 1-1/8 

cm 1.27 1.60 1.91 2.54 2.86 

Hose 
(Smooth) 

   S  

NPT Female 
(Tapped) 

     

NPT Male 
(Threaded) 

     

Male Garden 
Hose 
(Threaded) 

     

Barbed      

Barbed 
Adapter 

     

1-1/4 

3.18 

 

 

 

 

 

 

S Standard      Optional 
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Hose Connections  
   Option Code  

  Outlet 
1/2” NPT Tapped  31 
3/4” Smooth  40 

3/4” NPT Tapped  41 

3/4” NPT Threaded  42 

3/4” Barbed  43 

3/4” Female GH Adapter  45 

3/4” Male Garden Hose  46 

1” Smooth  50 

1” NPT Threaded  52 

1-1/8” Smooth  60 

1-1/8” Barbed  63 

1-1/4” Smooth  70 

HS 50 84 

HS-84-50 Strainer with 1” Smooth Outlet 

Example Hose Strainer Model # 


